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Hot Work Authorization Permit
Hot Work Authorization Permit
In case of emergency:  Call 911 from NASA phone From cell phone: Glenn Research Center:  (216) 433-8888    Neil Armstrong Test Facility:  (419) 621-3222
In case of emergency:  Call 911 from NASA phoneFrom cell or pay phone: Glenn Research Center:  (216) 433-8888    Plum Brook Station:  (419) 621-3222
Original to be posted at work site
Original to be posted at work site
Confined Space
Confined space
Permit Approvals
Permit Approvals
Print name
Print name
I shall fill the role of requester by verifying that the requirements on the Hot work Pre-Operations checklist have been completed and that permission has been granted from SHeD prior to starting hot work activities in the above location.
I acknowledge that I shall verify the requirements on the Hot Work Pre-Operations required checklist have been implemented prior to starting hot work activities.
Safety and Health Division
(Signature)
Safety and Health Division(Signature)
Requester signature
Requester signature
Return original authorization permit and task operation permit(s) to SHeD MS 6-4 when operations are complete.
Return original authorization permit and task operation permit(s) to SHeD MS 6-4 when operations are complete.
Print name
Print name
To be completed by SHeD Official:
I verify that the above location has been examined and permission is granted to start work subject to the conditions in the Hot Work Requirements Checklist/Conditions.
I acknowledge that I shall verify the requirements on the Hot Work Pre-Operations required checklist have been implemented prior to starting hot work activities.
Hot Work Permit Closeout:
I verify that the work outlined in this permit is no longer being performed and have verified all pre-operations checklist forms are completed and attached to this document.
I acknowledge that I shall verify the requirements on the Hot Work Pre-Operations required checklist have been implemented prior to starting hot work activities.
LF
GRC–ATF
Glenn Research Center
National Aeronautics and Space Administration
\\gr2582743\FormsMgmt\Forms Program Information\LOGOS\nasameatball-1.GIF
Hot Work Requirements Checklist/Conditions
Hot Work Requirements Checklist/Conditions
Requirements within 35 ft. of hot work
Requirements within 35 ft. of hot work
Requirements for hot work on walls, ceilings, or roofs
Requirements for hot work on walls, ceilings, or roofs
Requirements for hot work on enclosed area or equipment
Requirements for hot work on enclosed area or equipment
Requirements for hot work fire watch and fire monitoring
Requirements for hot work fire watch and fire monitoring
Tar Kettle
Tar Kettle
Fire Protection Systems
Fire Protection Systems
Health and Safety
Health and Safety
1.5
Christine Greenwalt
05/22/2014
QSS0
Hot Work Authorization Permit
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	CurrentPageNumber: 
	NumberofPages: 
	Start date of hot work: 
	End date of hot work: 
	Permit number (Filled in by SHeD): 
	Specific site:  Building: 
	Room/floor number: 
	Task number: 
	Contract number: 
	Work Order number: 
	No: 
	Yes   (If yes, see Chapter 16 of the GRC Safety Manual): 
	Brief description of task: 
	NASA Point of Contact: 
	Requested by:: 
	Telephone number: 
	Date: 
	Requested by:: 
	Alternate requester: 
	Reviewed by:: 
	Print name: 
	Date: 
	Comments: 
	Permit closeout Hot work completed:: 
	Date: 
	Requested by:: 
	cb_PBS: 0
	cb_LF: 0
	Task number: 
	Telephone number: 
	Flammable liquid, dust lint, and oily deposits removed.: 0
	Explosive atmosphere eliminated.: 0
	Floors swept clean and trash removed.: 0
	Combustible floors wet down or covered with fire-resistive/noncombustible materials or equivalent.: 0
	Personnel protected from electrical shock when floors are wet.: 0
	Other combustible storage material removed or covered with listed or approved materials (welding pads, blankets, or curtains; fire-resistive tarpaulins) metal shields, or noncombustible materials.: 0
	All walls and floor openings covered.: 0
	Ducts that might carry sparks to distant combustible material covered, protected, or shut down.: 0
	Construction is noncombustible and without combustible coverings or insulation.: 0
	Combustible material on other side of walls, ceilings, or roofs is moved away.: 0
	Enclosed equipment is cleaned of all combustibles.: 0
	Containers are purged of flammable liquid/vapor.: 0
	Pressurized vessels, piping, and equipment removed from service, isolated, and vented.: 0
	Fire watch is provided for a minimum of 30 minutes after hot work, including break activity. Type of fire watch required:: 0
	Self-administered: 0
	One additional person: 0
	Multiple people Refer to comments below for conditions.: 0
	Fire watch is provided with suitable fire extinguishers. (Minimum 2A:20B:C dry powder): 0
	Fire watch is trained in use of equipment and in sounding alarm.: 0
	Fire watch to monitor torch applied roofing for 60 minutes after work is complete: 0
	Locate tar kettle 20 feet from building or build 4 ft. barrier on all sides of tar kettle exposed to building.: 0
	Tar kettle not located within 10 ft. of egress route.: 0
	Fuel containers must be located at least 10 ft. from burner unless insulated.: 0
	Fire detection system is in service. Deactivate smoke/heat detectors in immediate vicinity of work area for less than 4 hours. If a fire protection system is shut down or impaired for greater than 4 hours, complete a Fire Protection Impairment Authorization, NASA C-316, and contact the Authority Having Jurisdiction for approval.: 0
	Is sprinkler system in service/operational? If not, hot work cannot be performed unless additional fire prevention precautions are implemented to assure adequate fire protection.: 0
	Is fire alarm system in service/operational? If not, alternate method of notification will be implemented.: 0
	Provide fire extinguishers within 25 feet of work area.: 0
	Provide local ventilation to remove smoke/vapor from work area.: 0
	For all designated Hot Work locations, have a "Negative Exposure Assessment" conducted and/or wear Respiratory Protection.: 0
	Provide personal protective equipment to safely perform the work.: 0
	Verify that all paint is removed from surfaces prior to hot work.: 0
	Combustible gas monitoring is required.: 0



